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§218.101

signal as evidenced by that signal as-
suming its most restrictive aspect; and

(C) The movement does not exceed
the train’s length.

(6) Shoving or pushing movements
made in the direction of the circuited
end of a designated departure track
equipped with a shove light system, if
all of the following conditions are met:

(i) The shove light system is dem-
onstrated to be failsafe;

(ii) The shove light system is ar-
ranged to display a less favorable as-
pect when the circuited section of the
track is occupied;

(iii) Written procedures are adopted
and complied with that provide for a
reliable means of determining track
occupancy prior to commencing a shov-
ing or pushing movement;

(iv) The track is designated in writ-
ing;

(v) The track is under the exclusive
and continuous control of a yardmaster
or other qualified employee;

(vi) The train crewmember or other
qualified employee directing the shov-
ing or pushing movement complies
with the general movement require-
ments contained in paragraphs (b)(1)
and (b)(2) of this section;

(vii) All remote control shoving or
pushing movements comply with the
requirements contained in paragraph
(c)(1) of this section; and

(viii) The shove light system is con-
tinuously illuminated when the
circuited section of the track is unoc-
cupied.

[73 FR 8498, Feb. 13, 2008, as amended at 73
FR 33902, June 16, 2008]

§218.101 Leaving rolling and on-track
maintenance-of-way equipment in
the clear.

(a) Each railroad shall adopt and
comply with an operating rule which
complies with the requirements of this
section. When any person including,
but not limited to, each railroad, rail-
road officer, supervisor, and employee
violates any requirement of an oper-
ating rule which complies with the re-
quirements of this section, that person
shall be considered to have violated the
requirements of this section.

(b) Rolling and on-track mainte-
nance-of-way equipment shall not be

49 CFR Ch. Il (10-1-10 Edition)

left where it will foul a connecting
track unless:

(1) The equipment is standing on a
main track and a siding track switch
that the equipment is fouling is lined
for the main track on which the equip-
ment is standing; or

(2) The equipment is standing on a
siding and a main track switch that
the equipment is fouling is lined for
the siding on which the equipment is
standing; or

(3) The equipment is standing on a
yard switching lead track, and the yard
track switch that the equipment is
fouling is lined for the yard switching
lead track on which the equipment is
standing; or

(4) The equipment is on an industry
track beyond the clearance point of the
switch leading to the industry.

(c) Each railroad shall implement
procedures that enable employees to
identify clearance points and a means
to identify locations where clearance
points will not permit a person to safe-
ly ride on the side of a car.

§218.103 Hand-operated switches, in-
cluding crossover switches.

(a)(1) Each railroad shall adopt and
comply with an operating rule which
complies with the requirements of this
section. When any person including,
but not limited to, each railroad, rail-
road officer, supervisor, and employee
violates any requirement of an oper-
ating rule which complies with the re-
quirements of this section, that person
shall be considered to have violated the
requirements of this section.

(2) Each railroad shall specify min-
imum requirements necessary for an
adequate job briefing.

(b) General. Employees operating or
verifying the position of a hand-oper-
ated switch shall:

(1) Conduct job briefings, before work
is begun, each time a work plan is
changed, and at completion of the
work;

(2) Be qualified on the railroad’s op-
erating rules relating to the operation
of the switch;

(3) Be individually responsible for the
position of the switch in use;

(4) Visually determine that switches
are properly lined for the intended
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